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5. Apply paintable silicone
sealant to the joint between the
shaft and capital and between
the soffit and capital.

6. Install flashing to prevent
decay of the decorative capital.
The flashing is installed on the
side of the soffit and capital that
is exposed to the elements. The
flashing begins 1" from the bot-
tom of the soffit and continues
down to the capital, turns across
the top of the capital and folds
over 1/2" down the top edge of the
capital. Trim away any excess
flashing. Flashing is required on
two sides of the soffit and capital
exposed to the elements when a
column is installed at a corner.

7. Fill holes in plaster with auto-
motive body filler. Holes in
wood are covered with wood
filler and sanded smooth. Finish
the column by applying a final
coat of exterior oil-based paint.

5 6 7

NON-LOAD BEARING

1. Center the primed and
painted wood plug over the
shaft. Install the wood plug to
the shaft with rust resistant
screws.

2. Place the decorative capital
over the wood plug. Secure by
pre-drilling and countersinking
pilot holes through the
decorative capital into the
wood plug.

3. Install rust resistant screws
to mount the capital to the plug.
Use caution and do not over
tighten screws as damage to the
capital may occur.

4. Place the assembled capital
and shaft in the proper position
under the soffit. Lower the soffit
onto the wood plug insuring
that no weight rests on the dec-
orative capital. Pre-drill and
countersink holes through the
soffit at an angle into the wood
plug. Interior installations re-
quire shims to secure the capital
in position under the soffit. Se-
cure the wood plug to the soffit
with rust resistant screws.
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1. Assemble the decorative capital halves together with
polyurethane adhesive.

2. Use strap clamps to hold the capital halves together until the
joint is cured.

3. Pre-drill and countersink pilot holes through the shaft at an
angle into the assembled decorative capital. Secure the shaft to
the capital with rust resistant screws.

4. Apply flashing to the assembled decorative capital on any area
exposed to the elements. The flashing begins 1" from the bot-
tom of the soffit and continues down to the capital, turns across
the top of the capital and folds over 1/2" down the top edge of
the capital.Trim away any excess flashing.

5. Fill any seams with paintable silicone sealant.

1. All surfaces of plaster decorative capital halves, including the edges,
require coating with an exterior primer and two coats of exterior paint
to prevent damage from moisture.

2. Assemble the two piece wood plug with rust resistant screws through
the legs at each edge of the seam.

3. Install the assembled wood plug to the shaft with rust resistant screws.

4. Assemble the decorative capital halves together around the wood plug
with polyurethane adhesive.

5. Use strap clamps to hold the capital halves together until the joint is
cured.

6. Secure the decorative capital by pre-drilling and countersinking rust
resistant screws through the capital into the wood plug.

7. Apply flashing to the assembled decorative capital on any area
exposed to the elements. The flashing begins 1" from the bottom of
the soffit and continues down to the capital, turns across the top of
the capital and folds over 1/2" down the top edge of the capital. Trim
away any excess flashing.

8. Fill holes with automotive body filler and apply paintable silicone
sealant at all joints.
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